
!"#$%&'(%() *+(,-./0(1-0(234252-4(647(8-450-9(688/::-02/:;
<=/(!/0:2-4(%(695/0465-0(,0->27/:(?,(5-(@A(.655:(BC(6D,:E(-?5,?5(
65(FGHAA(#IJ(B://(306,=(-4(:/8-47(,63/EK((<=2:(?425(2:(?:/7(
.25=(64(6?L29260M(N655/0M(,68O(.=28=(,0->27/:(,-./0(?47/0(
:5605243(8-47252-4:K((%5(864(N/(?:/7(5-(,-./0(P950-428(+*FG(
+*QAAG(+IRSTU(647(*%$'(234252-4(:M:5/D:(647(677252-469(
688/::-02/:(?,(5-(@A(.655:(5-569(8-4:?D,52-4K((

!"#$%&'(%%() ,0->27/:(6(:/91S,-./0/7G(7232569(234252-4(:M:5/D(
.=/4(?:/7(.25=(5=/(P950-428(+*FG(+*QAAG(+IRSTU(647(*%$'(
234252-4(:M:5/D:K((<=/:/(.299(-,/065/(10-D(9-.(8064O243(:,//7:(
5-(1?99(-,/065243(#IJ(B://(8=605(-4(:/8-47(,63/E(.25=(4-(
N655/02/:(0/V?20/7K

P76,5652-4(5-(64M(/4324/(D-7/9(2:(,0->27/7(NM(8-?,9243(647(
N/95S702>/4(D-7/9:K((<=/(8-?,9243S702>/4(D-7/9:(60/(6>6296N9/(
.25=(64M(P950-428(%%%(19643/(6::/DN9MK((

24 VDC ALTERNATOR
ENGINE DRIVEN POWER PACKAGES
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To Order
Alternator:

Version I, coupling-driven …..…………………………….….…....……… 590110-*
Version I, belt-driven .……..……………..…………………....………..….. 590016-G
Version II, coupling-driven …..………………………………….....……… 590111-*
Version II, belt-driven .……..……………..……………………………..….. 590017-G
*  - A flange mount, vertical SAE;  -D flange mount, horizontal 3” pilot;

-G flange mount, horizontal 2-slot;  -GV flange mount, vertical 2-slot
Regulator:

Version I …………………………………….………………………….…...…….. 581501
Version II ………………………………….……….…………………….…...…… 581502 

Battery Pack – Version I only  ……………….………………………………. 591100
Cable Assemblies:

Unshielded 48” …………………………………………………………..……… 593060-1   
Unshielded 120”……………………………………….…..……….…..……… 593060-2
Shielded, regulator to J-box, 48”…………………………...……..……. 593058-1  
Shielded, regulator to J-box, 120” …………………………..….…..…. 593058-2  
Shielded, alternator to J-box, 180°, x-inches  ………….……….… 593022-x  
Shielded, alternator to J-box, 90°, x-inches  ………….………...… 593027-x  

Dimensions Version I

No. of 
Cycles Cycle

Min. 
Drive 
Ratio

Min. 
Engine 
RPM

Max. 
Engine 
RPM

1-4 2 1:1 60 1800

5-8 2 2:1 50 900

10-16 2 3:1 50 600

4-8 4 1:1 60 1800

10-16 4 1.5:1 50 1200

Version II

Graph shows 
available output.
Battery Pack 
provides power 
for starting.

Direct power for
Altronic CD1,
CD-200, CPU-95
and DISN ignition
systems
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590110/590111 SERIES

590116/590117 SERIES

Amps @ 24VDC

ALTERNATOR RPM

500                        1000                     1500                 2000

RANGE OF
OPERATION
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