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Windows XP, Windows 7, and Windows 8 COM Port Configuration
For use with native serial ports (non-USB) and

CPU Terminal Programs

Computers using Windows XP, Windows 7, or Windows 8 must have the
serial port configured as outline in the following instructions for direct
connection and programming with a native serial port. The CPU-2000
requires the unit to be programmed with this native serial port.

If you have installed the old version of the SERNEW driver on this current

PC, please uninstall before attempting to proceed with the following steps.

1) Installation of the Altronic Terminal Program requires “Administrative
Privilege”. If you have the autorun selection enabled on your CD-ROM drive,
cancel it out. Navigate to your CD-ROM drive and run the SetupCPU2000-
Vxx.exe as Administrator. For Windows™ XP, right click on the
SetupCPU2000-Vxx.exe file, select “Run As...”, select the Administrator
account and provide the password. For Windows™ 7 and Windows™ 8,
right click on the SetupCPU2000-Vxx.exe file, select “Run As

Administrator” to start the installation.
2) The new SERNEW driver, COMM-DRV/NT WDM Driver Package,

“‘CdryNTWDMDriverinstall. EXE”, is now automatically installed as part of the

main CPU Terminal Program Installation.

When the driver package opens, the following screens will appear.

COMM-DRY/NT WDM Driver Installation

Initializing Wise Installation Wizard...
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3) Click Close to finish the Altronic CPU-2000 Vx.x Terminal Program,
# Finished » -

Setup iz complete and Altronic CRU-55 EYS Ignition System Terminal
Program %1.3 iz now installed! !

Click Cloge to end the Setup

< Back Cloze Cancel




Mar 10, 2014

4) The system must be restarted to complete the installation. Press the “Yes”

button to restart the computer.

N

'i You must shut down and restart your computer before the new settings will take effect.

Do you want to restart your computer now?

Yes MNo

TROUBLESHOOTING:

The pre-configured CdrvNTWDMOptions.ini file is used to describe the serial
device that the user will be using with COMM-DRV/NT WDM Driver Package.
CdrvNTWDMOptions.ini allows for configuring the default behavior of the CdrvNT
Driver Install utility. The install utility will correctly detect the target operating system
and install and configure the proper kernel mode driver. If you need to alter the
installers default behavior place this file in the same directory as the installer with
your changes. The file has two sections, the [GENERAL] section and the [DEVICEX]
Configuration section. The preconfigured file, CdryNTWDMOptions.ini can be found
in the install directory of the CdrvNTWDMDriverinstall. EXE installation, C:\Program
Files\Altronic CPU-2000 Ignition System Terminal Program
Vx.x\CdrvyNTWDM_Distribute\. The preconfigured CdryNTWDMOptions.ini file has
the following devices configuration pre-defined.

R

; DEVICE CONFIGURATION

ST R R

***ALTRONIC USERS SELECTED ADDRESS/IRQ ***

[DEVICE1]

;COM1

ADDRESS=3F8

IRQ=4

**ALTRONIC USERS SELECTED ADDRESS/IRQ ***

[DEVICEZ2]

;COM2

ADDRESS=2F8

IRQ=3
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***AL TRONIC USERS SELECTED ADDRESS/IRQ ***
[DEVICE3]

;COM3

ADDRESS=3ES8

IRQ=4

***ALTRONIC USERS SELECTED ADDRESS/IRQ ***
[DEVICE4]

;COM4

ADDRESS=2ES8

IRQ=3

Once the user reboots his/her laptop, the new SERNEW Driver no longer appears
under the Driver tab in the Device Manager.

o . ~ 1T ~
Communications Port (COM ) Properties | ¢ ,-,,\.'

| General | Port Settings | Driver | Detaiis | Resources

3 Communications Port {COM1)
-

Driver Provider; Microsoft
Driver Date: 07/01/2001
Drver Version: 5.1.2600.0

Digttal Signer: Microsoft Windows Component Publisher

[ Driver Details... ] To view details about the driver files,

[ lpdate Dnver... ] To update the dnver for this device.

¥ the device fails after updating the driver, roll
[ flol Back Dever ] back to the previously installed driver.

| Uninstal |  Touninstal the driver (Advanced).

[ ok |[ cancel |
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To verify that the new SERNEW Driver, COMM-DRV/NT WDM, was properly
installed, please follow these instructions.

1) Open command prompt as Administrator, type in “Regedit”, then “Enter”.
2) Navigate to
HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\wcsccdrv\Resorces

Devicel, Device2, Device3, and Device4 folders should appear under Resources folder as

shown below.

.
+ (23 vProEventMonitor [#]| Ham= Dota
£ vedatant Al (D fault)
Eg I | '3' adoress OxO0I003TS [ 10LE)
: E Iﬂ:’i_'ue Irg 000100004 ()
# (2 w39n51
=) w s
£ B BT
= {28 wescodny
&2 Erum

=-22] Resources

3) If the user navigates to each Device folder, the Address and IRQ should be defined
according to the DEVICE CONFIGURATION section on Page 4.

Example;

If COM 1 was configured for the New SERNEW Driver,

The properties of COM1 should be set as shown below on the Resources tab in

Device Manager.
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Geneml || Pat Sedings || Driver || Dstals | Fesouces

‘5‘)‘ Commuricatiors Part (C2M 1)
e

Hesouce seilings:

Fesauce fype | Setling
R 04

W0 Rang=  03FA- 03FF

Setling bas=d on: | Cumertt corfiguration

W
[[] Usz autamatic ssttings [ crarge Setng..
Caorfiicting device ix
Mo canflicts
[ ok || cencs

To communicate to the CPU-2000 Ignition Module using the CPU-2000 Terminal

Program, the User will then select Ignition Mode and select Com port to 1, Address
to 3F8, and IRQ to 4 and Select OK to establish the 9-bit communication.
i

Uszer Mame:

|u4ai_|:|

Please Select Com Port

Part Address 1RO Hafnlla:ler
I CIET

{* Standard Connection [Shweays b this first ]

" High Speed Connection [use with zome PCMCLA adapters.]

Ok,

Cancel

Status
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Driver Package Uninstallation

To Remove the COMM-DRV/NT WDM Driver Package, please follow these steps:

1) Initiate the Add or Remove Programs with Administrator Privilege

2) Navigate to COMM-DRV/NT WDM Driver and Click on Change/Remove button

'Uninstall

Initializing Wise Uninstall Wizard. ..

3) Click “Custom Uninstallation”, and “Next”

welcome to the COMM-DEV/NT WDM Dnver urinstall
program.

Yiou can choose to automatically uninstall this software or ko
choose exactly which changes are made to your system.

Select the Customn button to select which modifications are to
be made during the uninstall. Select the Automatic button for
the default uninstall options. Press the Next button to continue.

" Automatic
s Custom

¢ Back Mext > Cancel




Mar 10, 2014

4) Click on “Select All", and “Next” until the end of uninstallation process

Select Private Files to Remove

The fallowing files should be deleted ta remove the software
from your spstem. Press the Select All button to rermove all of
the listed files or select the files individually.

CACdrvNTAUNWISE.EXE
CACdrvNT\wovede32 exe
CACdrvNT\edrvxd32.di

C:ACdrvNTAS enalClg.exe

CACdrvNTACdrvN TWDMDriverRemoval EXE

Select Al | Select None |

cBack | New> Cancel |

5) Click the “Finish” button to perform the Uninstallation
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Perform Uninsta D

You are now ready to uninstall the COMM-DBEY/NT WDM

Drviver fram your spstem.

Press the Finish button to perform the uninstall. Press the Back
button to change any of the uninstall options. Press the Cancel
button to exit the uninztall,

< Back Finizh Cancel

6) Reboot the PC to complete the uninstallation process.



